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Reorganizations can be implemented by reorganizing the
network, not relocating people. In business today, the
network is the organization. As departmental walls
tumble, networks connect people and provide the
infrastructure for workgroups and project groups that are
constantly changing in response to new business
requirements. Increasingly, companies are also becoming
connected with customers, partners and suppliers in
networks that mirror their business relationships.

The MD110 is a unique communication system, designed
from the core to support the networking requirements of
today’s distributed organizations.

Converged Communication
System

Designed as a truly open system, the MD110 supports
virtually every established standard for line signaling and
public network interfaces. The MD110 Convergence
Communications System is ideally suited for creating a
cost-efficient VPN (Virtual Private Network) for large
organizations, be it based on the traditional TDM
technology or the rapidly growing IP network (IP-VPN).
With MD110 these technologies can easily be combined
to build robust but cost efficient communication solutions
to fit any demand the customer may have.

Networking Made Easy

Regardless of technology, networking means bringing the
different system parts together into one communication
system. The fully distributed architecture, with up to 124
autonomous Line Interface Modules (LIMs) tied together
to form a homogenous system lends the MD110 to solve
most needs without additional network services. The
LIMs may be scattered over a wide geographical area,
linked to the main site over leased E1/T1, a microwave
link, an IP or Frame Relay network or any medium
capable of carrying a standard G.708 interface.

Each LIM comes with its own processor, switch and
resources needed to serve its terminals. In case of an
error in the communication to the main site it continues to
serve its clients locally and has the capability to set up
calls across the PSTN network if equipped with a local
PSTN trunk.

When building even larger networks it is convenient to
form groups of independent system nodes. The network
services — according to standard ISO QSIG and
enhanced with MD110 proprietary network services —
brings the various nodes together, forming a complete
communication solution.

The physical distribution of the system unleashes the real
potential of MD110 Networking. You can create the
optimal balance between cost and functionality and easily
adapt to changing needs and tariffs. The flexibility of the
LIMs allows distribution over a campus area or on the
premises, while maintaining a feature transparency level of
100 percent. With the MD110, you can select the wide-
area network that works best for you, regardless of
whether you are using IP VPN, ISDN VPN or leased lines.

The concept of distribution fits perfectly when the IP
technology is further explored. IP based terminals such as
the Dialog 4000 IP telephones, or the SoftPhone, the
Ericsson Communication Client, connects directly to the
LAN and no longer needs to route calls through a switch.
Peer-to-peer switching (or Direct Media Routing) ensures
that the voice signal finds its way through the IP network
maintaining optimal speech quality, still controlled by the
involved LIMs and with the full support of services. The
terminal user is assured the same service availability
whether logged on at the main site, at the branch office or
in the home office. Resilience for IP telephony is
guaranteed through the unique distributed architecture of
the MD110.
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Networking the Dispersed
Work force over IP

Bringing all employees into the same communication system
also implies giving a high level of services and availability to
the teams at small to medium sized remote locations. MD110
Convergence Communication System is specifically designed
to solve this need to link all parts of an organization together:
the very small to medium size branch offices with 1 to
approximately 100 employees and, naturally, any larger unit
of the organization. These solutions are mainly built upon the
MD110 and the Ericsson Enterprise Branch Gateway (EBG).

In the small and medium sized branch offices where the cost
of a separate LIM or even a MD110 node is hard to justify,
the MD110 system provides a powerful, cost effective and
reliable solution with its IP telephony solution. The EBG is
further enhancing this solution at branch offices. The EBG is
designed to guarantee the branch office telephony
functionality in the event of a network failure and to give local
presence by access to the local PSTN/ISDN.

When the network is fully intact, the MD110 at the main office
keeps the IP terminals under its control. In the event of a
network failure, the IP terminals at the branch office will
automatically connect to the EBG, enabling the branch office
employees to resume the traffic locally and through the local
PSTN connection. Once the failure in the network is
corrected, the IP terminals automatically reconnect to the
MD110.

Under normal circumstances with a fully operational network,
the EBG, with its local PSTN connection offers cost-
optimized routing for both incoming and outgoing calls
to/from both the branch office and the main office.
Supporting the peer-to-peer switching, the EBG together
with the MD110 system enables considerable cost saves in
case of local clients calling a branch office employee and in
case of employees calling out to the local area. Also,
employees at the main office may save tariff costs when
calling through tail-end hop-off at the branch office EBG.
Further information can be found in the datasheet for the
Ericsson Enterprise Branch Gateway (EN/LZT 102 3691)

IP Networking

For larger sized branch offices using a separate MD110
system, the MD110 Convergence Communication System
offers integrated IP networking, enabling purely IP WAN

Main Office

connections between MD110 nodes — and this with
MD110 networking services intact. Also supporting peer-
to-peer switching (Direct Media Routing), this solution
ensures that the speech connection of IP terminals is
routed directly over the IP WAN with the optimal speech
quality and controlled by the nodes.

Fully integrated on one board, the IP networking solution is
a cost effective alternative to any IP trunking solution
offering IP gateway facilities to traditional tie line ports only.
Utilizing IP Networking to replace dedicated leased lines
that enable voice networking of several large sites and
utilizing the possibility of tail-end hop off when calling long
distance may drastically reduce the company
communication costs.

IP networking
BusinessPhone — MD110

The Ericsson communication system Business Phone —
frequently used for small-medium sized enterprise
locations and branch offices — can be connected to larger
site offices equipped with MD110 using IP networking.
Such IP networking connections also offer network
services — according to standard ISO QSIG and enhanced
with MD110-BP proprietary network services — and
thereby enable usage of centralized resources such as
operators services.

Replacing the existing QSIG based leased lines between
Business Phone systems and MD110 in the company
network with IP Networking will generate further cost
savings.

Dynamic Route Allocation

Dynamic Route Allocation (DRA) provides switched
interconnections between MD110 nodes over public ISDN
or IDN (digital CAS) with the full MD110 networking
functionality. DRA offers to replace leased lines, without
placing requirements on or having an impact on
intervening networks. DRA can also work as a back-up
solution for MD110 nodes networked over IP, providing the
full networking functionality even in case of problems in the
IP network. DRA uses voice compression to support up to
four calls on one 64kbps channel, resulting in substantial
savings on traffic costs.



Advanced Call-handling Functions over a Network

The MD110 offers advanced call handling functions over a network that include:

Open Standards and
Interfaces

As a company, Ericsson is committed to open standards
and interfaces and to implementing new standards as
soon as they are defined. This commitment, which
protects your investment for the future, is evident in the
design of the MD110 Business Communications System.

The MD110 is unique in that it successfully integrates all
common PBX signaling systems, allowing it to act as a
gateway between a range of new and existing systems
and public network resources. The MD110 handles more
than 50 variants of digital and analog signaling systems
and some 20 variants of register signaling protocols,
including Loop Disconnect, E&M signaling, MFC signaling,
CEPT L1, AC15, CAS Digital (MFC R2), DPNSS,
ECMA/ISO QSIG (ISDN) and H.323 (IP).

Powerful Management
Functions

A state-of-the-art business communications system by
itself is not enough to ensure effective communications.
As networks grow in complexity, system and network
management become crucial for effective use of
communications resources. Network management is an
area in which Ericsson excels and that sets the MD110
apart from other business communications systems. The
MD110’s already superb network management functions
are constantly being improved. It has a management
system for the entire network that supports industry
standards such as SNMP (simple network management
protocol) using TCP/IP and PPP (over the LAN or via
modem). The Dynamic Network Administration family of
management tools includes Directory Manager, Extension
Manager, Performance Manager, Node Manager and
Event Manager.

The Dynamic Network Administration applications deliver
a set of network management tools for all aspects of
operating and administering a unified voice and data
network. Together, these tools comprise a suite of
applications running under Microsoft Windows NT on
standard PCs. All network management tasks can thus
be performed from a single location using a familiar
interface. The result is a truly integrated network
management system with a full range of powerful tools
for managing and controlling all aspects of network
operations and services.



Key Benefits of MD110 Networking

MD110 Signaling
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Private networking ISDN QSIG

Private networking DPNSS/APNSS
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QSIG, Service Name,

Basic call stage 1 & 2 BCSD

Basic call stage 3, QSIG-BC

64 kbit/s unrestricted, 3.1 kHz audio, Speech
64 kbit/s restricted

Calling Line Identification Presentation
Calling Line Identification Restriction
Connected Line Identification Presentation
Connected Line Identification Restriction
Generic functional Protocol

Calling Name Identification Presentation

Calling Name Identification Restriction
Connected Name Identification Presentation
Connected Name Identification Restriction
Advice of Charge AOC-D

Advice of Charge AOC-E

Call Completion on busy

Call Completion on no reply

Call Forwarding on busy

Call Forwarding on no reply

Call Forwarding unconditional

Path Replacement

Call Transfer

Transit Counter

Transit Counter

Common Information

ECMA Standard, ETSI Standard, ISO/IEC Standard




Channel Associated Signaling (CAS) with
various country dependent schemes and
interfaces

Analog tie lines with various country
dependent schemes and interfaces

IP Networking services

MD110 IP Networking services Between MD110-MD110 Between MD110-BP

See also the BusinessPhone Networking datasheet (EN/LZT 102 3656)



Ericsson Enterprise AB
SE-126 25 Stockholm
www.ericsson.com/enterprise

EN/LZT 102 3669-RD
© Ericsson Enterprise AB, 2005

XBS ComPrint

Subject to alterations without notice. Produced in Sweden on Eco-labeled paper



